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This invention relates to a deachàble f0otret 
for wheel chairs and the like. 
An object of the invedtion is to provide a wheel 
chair foot and leg test which can be optionally 
applied fo a wheel chair or removed therefrom. 5 
Another object of the invention is to provide 
detachable foot and leg test for wheel cha:s con- 
sisting essentially of a clamp that may be applied 
to the leg of a conventional wheel chair and 
which bas pivotally connectedthereto a foot and 10 
leg test which can be held in.any adjusted posi- 
tion by means of a brace and a clamp engageable 
therewith whlch is pivotally mounted upon the 
first-mentioned clamp. A feature of the con- 
struction resides in the fact that the clamp which 15 
is applicable te the leg of the wheel chair is so 
designed as to arrange the pivot for the foot and 
leg test af a point slightly above and somewhat 
forwardly of the forward edge of the seat of .the 
wheel chair so that .the axis of swinging m0ve- 
ment of thefoot and lég test will substàntially 
coincide with the axis of swinging movement - af 
the knees Of the user of the chair. By such an 
arrangement as disclosed in 0ur copending appli- 
cation Serial No. 617,022, filed September 18, 1945, 25 
now Patent No. 2,520,309, considerableease is 
afforded the user of the chair in all positions of 
adjustment of the f0dtand leg rest. 
Many C0nventional: tpes 0f wheel chairs are 
now in general use Which havearms or barsrigidly 30 
securçd t0 the forward sides of. the .forward legs 
of-the chAir and .which extend forwardly anal 
downwardly therefrom and whieh have been uti- 
lized heretefore to mount :a footrest af their lower 
ends. The ïmproïéd/.detachable foot and leg 35 
rest is Sb designed tlat is clamp by which it can 
be attached is arranged to engage this down- 
wardly and forwardl# extending arm and thus 
assist in holding the clamp against displacement. 
With the foregoing and other objects in view, 4O 
which will be made manifest in the following de- 
tafled description and specifically pointed out in 
-the: appended claires, reference is had to :the ac-  
companying drawings for an illustrative embodi- 
ment of the invention, wherein: - . ,, 45 
Figur e 1 is a partial view in side elevatiç n pl. a 
portion of a Conventional wheel chair il!ustrating 
the detachable foot and leg test embodying the 
present invention as having been applied therete; 
Fig. 2 is a vertical section taken substantially 50 
upon the line 2--2 upon Fig. 1 ; and 
Fig. 3 is u horizontal section taken substan- 
tially upon the line 3--3 upon Fig. 1. 
Referring to the accompanying drawings 
wherein similar reference characters designate 55 

similar parts throughout, !0 indicates a forward 
leg of a conventional wheel chair af the top of 
which there is an arm rest ! l. 12 indicates a 
side of the wheel chair-which is connected such 
as by rivets 13 to the,leg |0. The seat (not 
shown) for the wheel chair is positioned approxi- 
,mately even with the bottom-of the-side 12 when 
the chair is in expanded or extended condition 
at the rime of use. Many .conventional wheel 
chairs now in use have arms or bars 14 secured 
to the forward sides of the legs-H} and which 
extend downwardly and forwardly therefrom. 
These bars are usually braced at their lower ends 
as indicated at I§ and when present have beèn 
utilized fo mount a footrest thereon. 
The improved detachable footrest consists of 
a form of clamp composed of opposed clamping 
members t6 and I. These members are con- 
nected together by means of a spacer !8 welded 
or otherwise secured, between the opposed mem- 
bers so that they are rigidly secured fo each 
other. Above the spacer the members 6 and ! 
provide rearwardly extending ears !9 which are 
apertured to receive a clamping bolt 2 disposed 
behind the leg ! 0. This bolt serres to draw the 
opposed ears towards each other into clamping 
engagement upon the leg ! 0 if being understood 
that the width of the spacer 18 is substantially 
equal te the width or thickness of the leg !  so 
that itis merely necessary te spring the ears 
towards each other on tightening the bolt 20 to 
effect a clamping engagement. .--/ " 
The members | and .!  also provide above the 
spacer !8 a pair of angula r ears 2 ! that extend 
. upwardly anal forwardly so ,as to position a pivot 
pin 22 suppórted theeby slightly above and somer 
what f0rwardly of the forward edge of the seat. 
Ths pi'v0 .Pin ls located so .as te be substantially 
coincident with the axis of swinging movement at 
the knees of the average user of.the wheel chair. 
A foot and leg rest is pivoted by means o the 
pivot Pin 22 between the angular ears 2L This 
foot and legrest consists of a tubular member 
23 that is preferably angular in form and vhich 
.bas adjustably mounted thereon by means of a 
friction clamp 24 a leg test (hot shown).which is 
engageable with a stop 2§ when swung frómits 
normal position or that position in which if is 
used. The bottom of the arm 2 is split and tele- 
scopically receives the extension 2 on the foot- 
test generally indicated ai 2. A bolt 2 on being 
loosened and tightened enables the extension 2 
to be adjusted in or out of the arm 25 so as to 
properly position the footrest with relation te 
the desires of the user. 



Both clamping members 16 and 17 bave down- 
wardly extending extensions 29 and 6}, the ex- 
tension 29 which is on the outer side of the leg 
I{| being somewhat longer than the extension 
Both of these extensions, however, are designed 
fo extend downwardly across the sides of the 
arm or bar 14 thus utilizing-thebar as a means 
for steadying the clamp formed by the members 
16 and 17 and the spacer 18 and cooperating 
with the clamping ears 19 in resisting rotation 
of the clamp with relation fo the leg 10. A 
brace 61 is pivotally mounted on the arm 23 and 
extends rearwardly through a punch clamp 32 
that is pivotally mounted on the extension 29. 
This clamp merely consists of an angular mem- 
ber 36 pivotally mounted as at 34 on the ex- 
tension 29. A cooperative clamping member 35 
bas its lower end positioned adjacent the knuckle 
on the angular member 35 which surrounds the 
pivot pin and is urged inte spaced relation from 
the member $$ by an intervening compression 
spring $6. The brace 31 slidably extends 
through both of these members and when the 
clamp $2 is released the clamp is effective fo 
bind upon and lock the brace against sliding 
mpvement relatively therete. The surface of 
the brace may be knurled or roughened te as- 
sist  in this .binding or gripping action. 
When it is desired to apply the deachab]e 
foot and leg test embodying the present inven- 
tion fo a conventional wheel chair the extensions 
29 and 3{ are merely s]ipped over the top of 
tle bar 14. The ears 19 are slipped rearwardly 
over the leg t} and the clampingbolt 2} is ap- 
plied and tigiitened. The foot and leg rest can 
be removed inthe converse manner. The clamp 
$2 bëing mounted on the extension 29 is, of 
course, applied and removed as part of the pri- 
mary or main clamp. Downward movement of 
.the main clamp with relation fo the leg is, of 
coursè, resisted by the spacer 18 which may en- 
gage thé top of the bar 14 if the ears 19 are 
hot adequately clamped. Also the engagement 
of the extensions 29 and 30 with the bar 4wi]l 
hold the primary clamp against rotation rela- 
tive te the leg I{| in the event that the bolt 2{} 
should loosen. 
Various changes may be ruade in the details 
of constructiòn without departing from the spirit 
and scòpe of the invention as dened by the ap- 
pended claires. 
We claire: 
1. A detachable footrest for wheel chairs com- 
prising a pair of opposed members, a spacer se- 
cured between the members spacing them ap- 
poximately the width of the leg of the wheel 
chair to which it is applicable, theie being ears 
en  aid members extending rearward]y from 
adjacent the spacer, a bolt receivable there- 
through for tightening said members in clamp- 
ing.. relation on the !eg, and ears on said mem- 
bêrs disposed upwardly and forwardly of the 
spacer/and a foot and leg test piçotallV" mounted 
betwèen the last mentioned earS.. 
2.A detachable footrest for wheel chairs 
comprising a pair of opposed members, a spacer 
secured between the members spacing them 
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proximately the width of the leg of the wheel 
chair to which itis applicable, there being ears 
on said members extending rearwardly from 
adjacent the spacer, a bolt receivable there- 
5 through for tightening said members in clamp- 
ing relation on the leg, and ears on said mem- 
bers disposed upwardly and forwardly of the 
spacer, and a foot and leg test pivotally mounted 
between the last mentioned ears, said members 
l0 having downwardly extending extensions adapt- 
ed tobe positioned against opposite sides of an 
arm or bar extending downwardly and forward- 
ly from the leg of the chair. 
3. A detachable footrest for wheel chairs com- 
15 prising a pair of opposed members, a spacer 
cured between the members spacing them 
proximately the width of the leg of the wheel 
chair fo which itis applicable, there being ears 
on said members extending rearwardly from ad- 
20 jacent the spacer, a bolt receivable there- 
through for tightening said members in clamp- 
ing relation on the leg,. and ears on said mem- 
bers disposed upwardly and forwardly of the 
spcer, a foot and leg test pivotally mounted 
25 between the last mentioned ears, .a brace piv:. 
otally secured te the leg rest, and a clamp piv- 
otally mounted upon the outermost of said mem- 
bers engageable with the brace to hold the brace 
in adjusted position. 
30 4. A detachable foot and leg test for wheel 
chairs comprising a clamp applicable fo a leg 
of the wheel chair, a foot and leg test pivotally 
mounted upon said clamp, a brace pivotally 
Connected to the foot and leg test, and a clamp 
35 on the first mentioned clamp engageable with 
the brace te hold the brace in adjusted position. 
5. A detachable foot and leg test for wheel 
chairs comprising a pair of opposed members, 
a spacer secured between the members spacing 
40 them approximately the width of the leg of the 
wheel chair fo which it is applicable, downward- 
ly extending extensions on said members below 
the spacer, rearwardly extending clamping ears 
on said members adjacent the spacer, a clamp- 
45 ing bolt connecting the clamping ears, a pair 
of angular ears extending upwardly and for- 
wardly from the spacer, a foot and leg test, piv- 
otally mounted upon the lst mentioned ears, a 
brace pivotally connected fo the foot and leg test 
50 and a clamp pivotal]y mounted upon the outer- 
most 0f said members engageable with the brace 
for holding the brace in adjusted position with re- 
spect to said members: 
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